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General Engine Data

Type 4 cycle, in line, Turbocharged and After-cooled
Bore mm 158.8

Stroke mm 158.8

Displacement Litre 50

Cylinder Block

16-cylinder,direct injection, 4-cycle diesel engine

Battery Charging Alternator

55A

Starting Voltage 24V
Fuel System Direct injection
Fuel Filter Dual spin on paper element fuel filters with

standard water separator

Lube Oil Filter Type(s)

Spin on full flow filter

Lube Oil Capacity (1)

204

Flywheel Dimensions

SAE 0

Coolpac Performance Data

Cooling System Design 2 pump - 2 loop

Coolant Ratio 50% ethylene glycol; 50% water

Coolant Capacity (1) 240.0

Limiting Ambient Temp (°C)** 48.0

Fan Power (kWm) 30.0

Cooling System Air Flow (m*/s)** | 28.8

Air Cleaner Type Dry replaceable element with restriction indicator

* @ 13 mm H?0

Ratings Definitions

Emergency Standby Power (ESP):
Applicable for supplying power to varying
electrical load for the duration of power
interruption of a reliable utility source.
Emergency Standby Power (ESP) is in
accordance with ISO 8528. Fuel Stop power in
accordance with ISO 3046, AS 2789,

DIN 6271 and BS 5514.

Limited-Time Running Power (LTP):
Applicable for supplying power to a constant
electrical load for limited hours. Limited-Time
Running Power (LTP) is in accordance with
ISO 8528.

Prime Power (PRP):

Applicable for supplying power to varying
electrical load for unlimited hours. Prime
Power (PRP) is in accordance with ISO 8528.
Ten percent overload capability is available in
accordance with ISO 3046, AS 2789,

DIN 6271 and BS 5514.

Base Load (Continuous) Power (COP):
Applicable for supplying power continuously to
a constant electrical load for unlimited hours.
Continuous Power (COP) in accordance with
ISO 8528, ISO 3046, AS 2789, DIN6271 and

Weight & Dimensions

Length Width Height Weight (dry)
mm mm mm kg
3497 2000 2703 5360

Fuel Consumption 1500 rpm (50 Hz)

% | kwm [ BHP | Liph | USgallph
Standby Power

00 | 1429 | 1915 | 345 | 912
Prime Power

100 1200 1608 289 76.3

75 900 1206 222 58.7

50 600 804 155 40.9

25 300 402 82 217
Continuous Power

100 | 1100 1475 266 70.4
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